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BEQ BUILDING P-707

75,000 SF; FF 343.0
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NOTES

1.  REFER TO P-620 & P-620 CONSTRUCTION PLANS IN PART 6 OF RFP

FOR ADDITIONAL INFORMATION OF EXISTING FACILITIES.

2.  PROTECT EXISTING RETAINING WALL AND ADJACENT CONCRETE

PAD INSTALLED ON P-621 PROJECT CONSTRUCTION. DO NOT

DISTURB EXISTING PAD DURING CONSTRUCTION.

3.  PROVIDE PERIMETER FENCING AND SECURITY SYSTEM

INFRASTRUCTURE, CONDUIT, CABLING, AND HARDWARE TO

MATCH P-621 SYSTEM; INTEGRATE WITH ARCHITECTURAL AND

ELECTRICAL COMMUNICATIONS SYSTEMS TO PROVIDE A

SEAMLESSLY INTEGRATED SYSTEM INCORPORATING MCESG,

DOS, G-6, PMO AND EMCS REQUIREMENTS.

GENERAL NOTE:

ANY NEW INDUSTRIAL CONTROL SYSTEM (ICS) SHALL SEAMLESSLY

INTEGRATE INTO EXISTING MCB QUANTICO EMCS CYBERSECURITY

AUTHORITY TO OPERATE (ATO), OR IN PROGRESS ATO PACKAGE.

EXISTING OR IN PROGRESS CYBER SECURITY PACKAGE'S FOR EMCS

SHOULD SIMPLY REQUIRE AN UPDATE FOR ANY NEW EMCS TO BE

ADDED TO EXISTING EMCS SYSTEM. CONTRACTOR SHALL PROVIDE

UPDATE AND ALL SUPPORT NEEDED TO ACHIEVE APPROVAL FOR

UPDATED CYBER SECURITY AUTHORITY TO OPERATE FOR EXISTING

EMCS SYSTEM.
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VEHICLE GUARDRAIL

EXTEND RETAINING WALL,

SEE NOTE 2 THIS SHEET
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MATCH LINE SHEET C-104

DUMPSTER PAD

AND ENCLOSURES (TYP. 2)

AND FACILITY SIGN,

REINFORCED PORTLAND

CEMENT CONCRETE DUMPSTER

PAD WILL BE PROVIDED WITH 10' HIGH

CMU BACKED BRICK ENCLOSURE,

MATCH TO SURROUNDING

BUILDING ARCHITECTURE DESIGN.
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